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e TOP OF COPING
SLOPE TOP OF MORTAR IN COPING

FROM CENTER OF WALL TO EACH
SIDE. DO NOT ALLOW WATER TO
STAND IN COPING JOINTS
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R (1) 16 GUAGE, TYPE 302 STAINLESS STEEL ROSETTE PLATE.
(2) 34" X 1/4" HORIZONTAL SLOT FOR STAINLESS STEEL CENTER POST SECURED WITH STAINLESS STEEL WASHER
EDGE OF MARBLE MEMORIAL WALL MARKER. AND SCREW AT BACK TO RECEIVE TAMPER-PROOF ROSETTE PIN.
16 GUAGE, TYPE 302 STAINLESS STEEL ROSETTE PLATE, SEE DETAIL 21X (3) 3" X 1/4" VERTICAL SLOT FOR 1/4'DIA. TAMPER-PROOF SCREW TO SECURE STAINLESS STEEL SPRING PLATE

2-3/4" X 1/2" STAINLESS STEEL SPRING PLATE WITH TAMPER-PROOF SCREW. WITH ROSETTE PLATE TO DROP-IN ANCHOR IN PRECAST WALL UNIT.
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1\ SEAT WALL

SEAT WALL PLAN

L10.04/ PLAN & ELEVATION

1/2" = 10"

1" DIA. STAINLESS STEEL ROSETTE WITH NEOPRENE WASHER TO MATCH COLUMBARIUM UNIT ROSETTE.
STAINLESS STEEL CENTER POST TO RECEIVE TAMPER-PROOF ROSETTE PIN.

OVERLAP BETWEEN ROSETTE AND MARBLE MARKER.

RECESSED PORTION OF PRECAST WALL UNIT.
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CENTER ROSETTE ATTACHMENT

3/8"

11-1/4"X7-3/4"X3/4" MARBLE MEMORIAL WALL MARKER.

1" DIA. STAINLESS STEEL ROSETTE WITH NEOPRENE WASHER TO MATCH COLUMBARIUM UNIT ROSETTE.
STAINLESS STEEL TAMPER-PROOF ROSETTE PIN.

16 GUAGE, TYPE 302 STAINLESS STEEL ROSETTE PLATE.

2-3/8"X1/2" STAINLESS STEEL SPRING PLATE.

1/4"-20 TAMPER-PROOF SCREW.

PLASTIC WASHER

CICIOIOICIOIONS,

5/16" O.D. STAINLESS STEEL CENTER POST W/ (2) 1/8" CHANNELS TO ALLOW HORIZONTAL MOVEMENT ONLY IN ROSETTE
PLATE SLOT. THREADED INTERIOR TO RECEIVE TAMPER-PROOF ROSETTE PIN.

RECESSED PORTION OF PRECAST WALL UNIT.

CONTRACTOR TO FIELD DRILL PRECAST WITH A 3/8" DRILL BIT TO 1-1/8" DEEP TO RECEIVE THE 1/4"-20 TAMPER-PROOF
SCREW WITH THREADED INTERIOR.
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ROSETTE ATTACHMENT SECTION

5\ MEMORIAL WALL MARKER FASTENER

NOTE:

CONTRACTOR TO SUBMIT SHOP DRAWINGS FOR APPROVAL PRIOR TO ORDERING AND MANUFACTURING OF

PRODUCT.

CENTER ROSETTE PLATE

2-3/4" X 1/2" STAINLESS STEEL SPRING PLATE.
1/4"-20 TAMPER-PROOF SCREW.
PLASTIC WASHER
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16 GUAGE, TYPE 302 STAINLESS STEEL ROSETTE PLATE.

PLATE SLOT. THREADED INTERIOR TO RECEIVE TAMPER-PROOF ROSETTE PIN..

SCREW WITH THREADED INTERIOR.

ROSETTE ATTACHMENT - ISOMETRIC

1" DIA. STAINLESS STEEL ROSETTE W/ NEOPRENE WASHER TO MATCH COLUMBARIUM UNIT ROSETTE.
STAINLESS STEEL TAMPER-PROOF ROSETTE PIN.

5/16" O.D. STAINLESS STEEL CENTER POST W/ (2) 1/8" CHANNELS TO ALLOW HORIZONTAL MOVEMENT ONLY IN ROSETTE

CONTRACTOR TO FIELD DRILL PRECAST WITH A 3/8" DRILL BIT TO 1-1/8" DEEP TO RECEIVE THE 1/4"-20 TAMPER-PROOF

L10.04/  ELEVATION, PLAN & ISOMETRIC
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